TECHNICAL DATA SHEET - CST 0040/01 - 23/07/2003

C 8207 INcoBRAID ®

CoMPOSITION:

- CARBON FIBERS

- MICROMETRIC DISCONTINUOUS INCONEL FILAMENT
- GRAPHITE IMPREGNATION

- CORROSION INHIBITOR

FEATURES:

PACKING WITHOUT ASBESTOS OR OTHER TOXIC FIBRES.
MANUFACTURED WITH SPECIAL YARN UNDER A NEW CONCEPT:
THIS PACKING IS MADE FROM FIBRES WITH HIGH PERCENTAGE

OF CARBON GRAPHITE COMBINED WITH SPECIAL METAL

FILAMENTS.

TECHNICAL DATA

APPLICATIONS:

PARTICULARLY SUITABLE IN HIGH TEMPERATURE STEAM
VALVES AND WITH OIL PRODUCTS EXCEPT FOR STRONG -

OXIDIZERS.

°C -100/ +500
bar 80
m/s 1,5

pH 2:12

(*) Do not use the product to the maximum temperature and pressure
associated without consulting the manufacturer.

size size kg/box [lbs/box |mt/box | ft/lbox | mt/kg
inch
1/8 1,0 22 11010 331 |101,0
- 1,0 2,2 56,8 | 186 | 56,8
3/16 1,0 2,2 364 | 119 | 364
- 25 55 63,1 207 | 25,3
1/4 2,5 55 53,8 | 176 | 21,5
5/16 25 55 355 | 117 | 14,2
3/8 2,5 55 25,2 83 10,1
- 25 55 22,7 75 9,1
7/16 25 55 18,8 62 7,5
- 25 55 15,8 52 6,3
1/2 2,5 55 14,1 46 5,6
9/16 5,0 11,0 | 23,2 76 4,6
5/8 50 11,0 | 17,8 58 3,6
11/16 5,0 11,0 [ 148 49 3,0
- 50 11,0 | 14,0 46 2,8
3/4 5,0 11,0 | 12,6 41 2,5
7/8 50 11,0 9.4 31 1,9
1 5,0 11,0 7,0 23 1,4
packaged +/- 10 % in weight
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CARRARA S.P.A. VIA PROVINCIALE 1/E 25030 ADRD (BS) I TALY

TEL. +39 030 7451121 — FAX +39 O30 7453238

HTTP://WWW.CARRARA.IT INFO@CARRARA.IT Packings & Gaskets

CARRARA S.p.A. declines every responsibility for damages to things and persons derive to you from an improper use of the own products. CARRARA S.p.A. could rectify the present technical card without warning obligation and notification



