TECHNICAL DATA SHEET - CST 0060/01 - 23/07/2003

C 8300/R

CoMPOSITION:

PRE-OXIDIZED CARBON YARN

INCOME REINFORCEMENT

GRAPHITE IMPREGNATION

CORROSION INHIBITOR

FEATURES:

PACKING MADE WITH PRE-OXIDIZED P.A.N. CARBON YARN,
TWISTED AND REINFORCED WITH FILAMENTS MADE OF
INCONEL. IMPREGNATED STRAND BY STRAND WITH GRAPHITE

AND A CORROSION INHIBITOR.

APPLICATIONS:

SUITABLE FOR SEALING OF VALVES AND STATIC APPLICATIONS
IN HIGH TEMPERATURES AND MEDIUM PRESSURES.

A PERFECT SEAL IN STEAM, FUMES, OILS CRYSTALLIZING
PRODUCTS, PETROCHEMICALS AND CHEMICALS WITH THE

EXCEPTION OF OXIDIZERS.

CARRARA S.P.A. VIA PROVINCIALE 1/E 2 5

TEL. +39 030 7451121 FAX +39 O30

HTTP://WWW.CARRARA.IT INFO@CARRARA.IT

TECHNICAL DATA
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T °C -50/ +350 (1) +500 (2)
p bar 200
m/s 1
pH 2:12

(1) With oxidizing media

(2) Peack temerature limit for short time

(*) Do not use the product to the maximum temperature and pressure
associated without consulting the manufacturer.

size size kg/box [lbs/box |mt/box | ft/lbox | mt/kg | ft/Ibs
mm inch
3 1/8 1,0 2,2 92,6 | 304 | 926 | 1379
4 - 1,0 2,2 52,1 171 | 52,1 77,6
5 3/16 1,0 2,2 33,3 109 | 33,3 | 49,7
6 - 25 55 57,9 190 | 231 | 345
6,5 1/4 2,5 55 49,3 162 | 19,7 | 29,4
8 5/16 25 55 32,6 107 | 13,0 | 194
9,5 3/8 2,5 55 23,1 76 9,2 13,8
10 - 25 55 20,8 68 8,3 12,4
11 7/16 25 55 17,2 56 6,9 10,3
12 - 25 55 14,5 47 58 8,6
12,7 1/2 2,5 55 12,9 42 52 7,7
14 9/16 5,0 11,0 | 21,3 70 4,3 6,3
16 5/8 5,0 11,0 | 16,3 53 3,3 4.8
17,5 11/16 50 11,0 | 13,6 45 2,7 4,1
18 - 5,0 11,0 | 12,9 42 26 3,8
19 3/4 50 11,0 11,5 38 23 3,4
22 7/8 50 11,0 8,6 28 1,7 26
25,5 1 5,0 11,0 6,4 21 1,3 1,9
packaged +/- 10 % in weight
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Packings & Gaskets

CARRARA S.p.A. declines every responsibility for damages to things and persons derive to you from an improper use

of the own products. CARRARA S.p.A. could rectify the present technical card without warning obligation and notification.



