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CARRARA S.p.A declina ogni responsabilità per danni a cose o persone causati da un improprio uso dei propri prodotti. CARRARA S.p.A. si riserva di modificare la presente scheda tecnica senza obbligo di preavviso e notifica.  
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GR8807 INCOBRAID 
 

 

 
     

 

T              °C  -100     +450  (1) / +650  (2) 
p             bar  300 80  
V             m/s 1 1,5  
pH 0 ÷÷÷÷ 14 
 

(1) Temperature has to be lower  than 450°C with mild oxidizers and hot air 
(2) With Steam 
(3) Avoid the strong oxidizers 
(4) Avoid the product's use at the maximum temperature and pressure associated values without consult the manufacturer 

 
 
 

Composition 
size mm size inch kg/box lbs/box mt/box ft/box mt/kg ft/lbs 

3,0 1/8 1,0 2,2 85,5 280,4 85,5 127,3 

4,0 - 1,0 2,2 48,1 157,7 48,1 71,6 

5,0 3/16 1,0 2,2 30,8 100,9 30,8 45,8 

6,0 - 2,5 5,5 53,4 175,3 21,4 31,8 

6,5 1/4 2,5 5,5 45,5 149,3 18,2 27,1 

8,0 5/16 2,5 5,5 30,0 98,6 12,0 17,9 

9,5 3/8 2,5 5,5 21,3 69,9 8,5 12,7 

10,0 - 2,5 5,5 19,2 63,1 7,7 11,5 

11,0 7/16 2,5 5,5 15,9 52,1 6,4 9,5 

12,0 - 2,5 5,5 13,4 43,8 5,3 8,0 

12,7 1/2 2,5 5,5 11,9 39,1 4,8 7,1 

14,0 9/16 5,0 11,0 19,6 64,4 3,9 5,8 

16,0 5/8 5,0 11,0 15,0 49,3 3,0 4,5 

17,5 11/16 5,0 11,0 12,6 41,2 2,5 3,7 

18,0 - 5,0 11,0 11,9 38,9 2,4 3,5 

19,0 3/4 5,0 11,0 10,7 35,0 2,1 3,2 

22,0 7/8 5,0 11,0 7,9 26,1 1,6 2,4 

25,5 1 5,0 11,0 5,9 19,4 1,2 1,8 

packaged +/- 10 % in weight 
 

 -P.A.N. carbon yarns with Inconel® micro-filament  
 -Pure colloidal graphite 
 -Inorganic inhibitor of corrosion 
 

Features 
Graphite Gland Packing designed and manufactured 
with special PAN carbon yarns, which enhance the 
yarns and the Inconel® features. The impregnation with 
inhibitor of corrosion occurs in three different steps: at 
first on the single yarn, secondly during the braiding 
and finally on the packing surface.  
 

Applications 
Gland Graphite Packing suitable for H.T./H.P valves 
operating in power and petrochemical plants, where it 
needs great recovery and temperature and high pressure 
resistance at the same time. 
 
 
 
 
 

 
 
 

 


